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[ΩƻōƧŜŎǘƛŦde ce travail est de documenter les
propriétés microphysiquessur la verticale des
nuages bas et brouillards avec un dispositif
instrumentalnovateur.
Nousavonsici déployédesmesuresin-situ sous
ballon captif (0-500m) en parallèledes mesures
de télédétectionactive (lidar, radar, radiomètre)
pendant ƭΩŞǇƛǎƻŘŜde brouillard du 6 Janvier
2015.
Cedéploiementpermet :
Á de comparer les valeurs de réflectivité

calculéeset mesurées;
ÁŘΩŜŦŦŜŎǘǳŜǊune fermeture en eau liquide

surtoute la couchenuageuse;
Á de quantifier la précision des relations

empiriquesdespropriétésnuageuses.

Noussouhaitonsremerciertout particulièrementƭΩŞǉǳƛǇŜtechniqueSIRTAet lesstagiairesqui ont permisle déploiementdansŘΩŜȄŎŜƭƭŜƴǘŜǎ
conditions.

Instruments PI - Network Variables Range

Doppler Cloud radar BASTA J. Delanoë (LATMOS)
ACTRIS

Reflectivity(Z ~NxR6)
Doppler velocity(~droplet
up/down velocity)

First door at 40m up to 12km
Here, 12.5mmode (up to 
200m for cirrus cloud)

CeilometerCL31 M. Haeffelin(IPSL)
Meteo-France network

Backscatterprofile at 905nm
Cloud base height

7,5m up to 6km
Resolution 15m

Microwaveradiometer
HATPRO

JC. Dupont (IPSL)
MWRNET, ACTRIS

IWV, LWP
Vertical profile of T and RH

-
-

Doppler lidar WLS7v2 E. Dupont (CEREA) 3Dwind speed Range : 40-200m
Resolution: 10min & 20m

Tethered balloon with
- M10 sensor
- LOAC sensor

JC. Dupont (IPSL)
P. Charpentier(MODEM)
JB. Renard (LPC2E)

T/RH
Particlesize distribution

0-300m or 0-500m agl

0.2-50µm

Diffusometer DF320
DiffusometerPWD22

JC. Dupont (IPSL)
Meteo-France network

Horizontal visibility 50m-70km, ground
50m-70km, 20m agl

HotplateTPS 3100 JC. Dupont (IPSL) Precipitationrate > 0,05mm/hr

FOG FOG FOG

Method

CONCLUSIONS
ωReflectivity and liquid water closureare successfullfor
the casestudy of January6th 2015 : very nice agreement
between vertical profile of in-situ sensor of droplet
microphysics and active-passive remote sensing
instrument
ωZ-LWC law is validated for the 24hr-period (with
HATPROMWRLWPdata)
ω2Dview of LWC

PERSPECTIVES
ωApplythis methodologyto other casestudycouplingin-
situ profilesandremotesensing
ωCompare microphysical properties derived from this
methodology with LES/1D/variational methodology on
low-stratuscloudandfog
ωComparewith other Z-LWClaw(ACTRISWP22Actions)

BASTA reflectivityand tethered balloon trajectory

Treuil avec ballon captif


